
3'-0'x7'-0" METAL DOOR

& FRAME w/ CLOSER &

T'HOLD

(4) 4'-0"H x 6'-0"W ALUM. STOREFRONT

W/ TINTED SAFETY GLASS - TOP @ 8'-0"

A.F.F.

METAL BLDG. FRAMED OPENINGS  SIMILAR TO MAIN

WAREHOUSE OVERHEAD DOOR OPENINGS

WELD HEADER CHANNEL TO

EACH EXISTING COLUMNS

22 GA. EXTERIOR  METAL BLDG

PANELS THIS SIDE TO MATCH

MAIN WAREHOUSE

REWORK COMPRESSED

AIR & ELEC. OUTLETS TO

WITHIN  NEW WALL

CONSTRUCT ALL METAL BLDG. WALLS

EXACTLY LIKE METAL BLDG WALL @ MAIN

WAREHOUSE

6" VINYL FACED

INSULATION BEHIND

WALL PANELS -

TYPICAL ALL WALLS

EXTERIOR METAL BLDG PANELS

TO MATCH MAIN WAREHOUSE

PANELS

NEW 6"X6" TUBE

COLUMN AT MID SPAN -

FULL  HEIGHT AT 15'-0"

NEW 8" METAL BLDG.

GIRTS @ 4'-0" O.C. HORZ.

TYPICAL ALL WALLS

60'-0" BETWEEN EXISTING COLUMNS

EXISTING RESTROOM

EXISTING CENTER
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3'-0'x7'-0" METAL DOOR

& FRAME, HARDWARE

w/ CLOSER & T'HOLD

5/8" VINYL COATED GYPSUM

BOARD CEILING TILES IN  2'X2'

ALUM. SUSPENSION SYSTEM AT

9'-0"  A.F.F. TOOL AND OFFICE

SPRAY 3" THICK CLOSED CELL FOAM

FIRE RESISTANT INSULATION TO

UNDERSIDE OF ROOF PANELS ENTIRE

AREA, APPROX. 2,400 S.F.

REMOVE (16) EXISTING

LIGHTS ABOVE - USE

CIRCUITS FOR SOME

NEW LIGHTS

FIRE ALARM

PULL STATION
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 NEW RECESSED 2 X 4

(2) TUBE FLOURESCENT

LIGHT FIXTURES - TYP

REWORK COMPRESSED

AIR & ELEC. OUTLETS TO

WITHIN NEW WALL

TYPICAL AS SHOWN

NEW  SPRINKLER PIPING CONNECTED TO

EXISTING MAIN LOCATED ABOVE

NOTE: THE LAYOUT SHOWN IS SCHEMATIC

AND FOR ESTIMATING PURPOSES ONLY.

THE CONTRACTOR IS RESPONSIBLE FOR

THE DESIGN, SHOP DRAWINGS, AND

PURCHASE AND INSTALLATION. INSTALL

RECESSED "VIKING" QUICK RELEASE

HEADS - TYP. AS SHOWN

NEW METAL CLIPS WELDED TO

EXISTING COLUMNS TO

SUPPORT GIRTS

TYP. ALL COLUMNS

EXISTING ELEC. PANELS

EXISTING  SPRINKLER MAIN

ABOVE

NOTE: EXISTING EAVE HEIGHT IS

13'-0" A.F.F. AND METAL BUILDING

FRAME HAS A (1 1/2  / 12) PITCH

30'-0" BETWEEN EXISTING COLUMNS

NEW METAL BLDG. WALL CONSTRUCTION

30'-0" BETWEEN EXISTING COLUMNS

NEW METAL BLDG. WALL CONSTRUCTION

NEW METAL CLIPS WELED TO

EXISTING COLUMNS TO

SUPPORT GIRTS

RE-WORK ALUM. DOWNSPOUTS

TO FACE OF NEW WALL - TYP

NEW 22-GA METAL SOFFIT PANELS ON

EXISTING FRAMING

8'-8"

 FACP


P

PULL STATION

STROBE
S

HORN STROBE
HS

SMOKE DETECTOR

S.H.

S.H.

S.H.

S.H.

S.H.

S.H.

S.H.

S.H.

S.H.

S.H.

S.H.

EXIT LIGHT

EXIT LIGHT

HEAT DETECTOR

EXISTING LOW WALL

19'-6"
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9' W x 9' H METAL ROLLING DOOR

NEW 8" METAL BLDG.

GIRTS @ 4'-0" O.C. HORZ.

TYPICAL ALL WALLS

0.10" F.R.P. PANELS OVER

3/4" A-C PLYWOOD TO

ABOVE CLG. - TYP.

ENTIRE INTERIOR

NEW 6"X6" TUBE

COLUMN  - FULL

HEIGHT AT 15'-0"

INSTALL ON LOW WALL

FIRE ALARM

PULL STATION

NEW 5-TON HEAT PUMP

SYSTEM 480 / 277V

2"X12" COMPOSITE WOOD

BASE BOARD  & 2"X4"

CHAIRRAIL @ 33" A.F.F.

TYP. ENTIRE INTERIOR -

PROVIDE BLOCKING

FURR OUT EXISTING

COLUMN - TYP

INSTALL NEW DATA LINES  &

JACK FROM EXISTING RACK

IN CENTER OFFICE

S

S

NEW EPOXY SHOP FLOOR

PAINT SUPPLIED BY THE V.A.

CONTRACTOR TO INSTALL

1.  2 COATS DE-GREASER

2.  1 COAT OF PRIMER

3.  2 COATS OF 2 PART EPOXY

P S

HS

P

SHEAR

WELD PWR.

BAND SAW

WORK TABLE

LATHE

S
.
M

.
 
R

O
L

L
E

R

B
O

L
T

S

DRILL PRESS

GRINDER

ROD HTR.

L
O

C
K

E
R

S

B
O

X
 
B

R
E

A
K

WORK STATION

 METAL SHEAR

BREAK

BAND SAW

9'W x 9'H METAL ROLLING DOOR

OFFICE

TOOL ROOM

FRIG

STOVE

EYE WASH

WTR. COOLER

W/ SHELVES

A/C

SINK

SPOT WELDER

NEW PLASTIC LAMINATE

TOILET PARTITION 30"

DOOR OVERHEAD BRACED

CORE DRILL AND INSTALL 8" DIA.

GALV. BOLLARDS 3'-0" DEEP,

4'-0" A.F.F. - PAINT - TYP OF 2

8' L x 30" D OPEN WORK

STATION W/ 3 SHELVES ABOVE

FRIG

STOVE

EYE WASH

WTR. COOLER

A/C

SINK

0.10" F.R.P. PANELS OVER

3/4" A-C PLYWOOD OVER

MTL. STUDS TO ABOVE

CLG. - TYP. ENTIRE

INTERIOR

NO POWER

 208 3 0 40AMP

 208 3 0 20AMP

 120 1 0 20AMP

     NEW 6"X6" POWER POLE

DROP - BRACE TO STRUCT.

INSTALL POWER AND

DISCONNECTS ON POLE

7' - 2"7' - 2"

FRAME ON TOP OF

13'-8"

TOOL ROOM

OFFICE

12'-8"

1
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E

15'-0"

0.10" F.R.P. PANELS OVER

3/4" A-C PLYWOOD TO

ABOVE CLG. - TYP.

ENTIRE INTERIOR

9'-0" CEILING

PTD. GYPSUM BD. ON 6"

18 GA. MTL. STUDS @ 16" O.C.

9'-0" CEILING

11'-6"

NEW 5-TON A/C

CONDENSER &

DISCONNECT

5/8" VINYL COATED GYPSUM

BOARD CEILING TILES IN  2'X2'

ALUM. SUSPENSION SYSTEM AT

10'-6" A.F.F.

NEW 22-GA METAL SOFFIT PANELS ON

EXISTING FRAMING

S.H.

 NEW 2'X2' SUPPLY

DIFFUSER - TYP

A/C.

GENERAL MECHANIC SHOP

10-6" CEILING

POWER &

DATA

POWER &

DATA

POWER &

DATA

 OFFICE

NEW POWER

PANEL 200A 120 /

208 3 0

42 CIRCUIT 125A

MAIN BREAKER

NEW POWER

PANEL

3
'
-
0

"

36"x42" ALUM. S.F.

NEW POWER

TRANSFORMER

120 / 208 30KVA

NEW POWER

TRANSFORMER

RELOCATED

SHELVES

GFIGFI

W.P. GFI W.P. GFI W.P. GFI

CART CHARGING STATIONS

ADD 50A 3 POLE BREAKER

TO EXIST. 480 / 277 PANEL

 208 1 0 200 AMP

 FUSED DISCON.

SEE SPECS FOR POWER REQ'D.

LOCK FORMER

 208 3 0 40 AMP

 FUSED DISCON.

DRAIN TO OUTSIDE

DRAIN TO OUTSIDE

TIE NEW SINK DRAIN TO

EXISTING LIFT STATION

SAWCUT ASPHALT FOR

NEW DRAIN LINE AND

REPLACE WITH NEW

REMOVE AND REPLACE

CONDENSING UNIT FOR

ASPHALT WORK

NEW TRENCH FOR 1 1/2"

SINK DRAIN LINE

FAN COIL 5 TON / 460-3

CBX27UH-060-G

HEAT PUMP / 5

TON / 460-3

TPA060S4-460

LENNOX

LENNOX

 208 1 0 30 AMP

TEST

 208 1 0 30 AMP

TEST - FUSED

 208 3 0 40 AMP

TEST - FUSED

 208 1 0 100 AMP

SET ON PLATFORM WITH RETURN AIR

SPACE

3070 S.C. WOOD

H.M. FRAME

3
0

7
0
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PLAS. LAM. TOP

7' L x 24" D UPPER AND LOWER

CABINETS - P.L. TOP & SPLASH

THE CONTRACTOR IS RESPONSIBLE FOR GOING TO THE EXISTING

GM SHOP IN BLDG. 10 AND DISCONNECTING ALL EXISTING

EQUIPMENT, ONE ITEM AT A TIME, MOVING ALL ITEMS, WHETHER

POWERED OR NOT, TO THE NEW SHOP, AND RECONNECTING ALL

EQUIPMENT

30"X50" S.C. WD.

H.M. FRAME

 208 3 0 20AMP

 120 1 0 20AMP

BENCH GRINDER

 120 1 0 20AMP

 120 1 0 20AMP

SMALL DRILL PRESS

 120 1 0 20AMP

 208 3 0 20AMP

SHOP PRESS

NEW 8'-0" HIGH FENCE 15'-0"

X 39'-0", 9 GA. FABRIC, 3"

POSTS @ 10'-0" O.C. 1 

1

2

" TOP

AND MID RAIL, CORNER

POSTS GO TO STRUCTURE

ABOVE, ALL MATERIAL

GALV., (2) 3'-0" X 8'-0" GATES

WITH LOCK PLATE SIMILAR

TO BLDG. 88 INTERIOR.

UP TO STRUCTURE

UP TO STRUCTURE

V.C.T. FLR. VINYL BASE

18 GA. MTL. STUDS @ 16" O.C.

SLEEVE IN WALL FOR

WELDING LINES

REMOVE V.C.T. AND

INSTALL NEW 20"X20" TILE

W/ MARBLE T'HOLD

10' X 60' ALUM. CANOPY 10'-0"

HIGH, 20'-0" BAY SPACING, 1/12

SLOPED ROOF, STANDING SEAM

PANELS, HEAVY DUTY

COLUMNS AND BEAMS, BOLT

COLUMNS INTO CONCRETE,

SUBMIT SHOP DRAWINGS. MIN

.10 ALUM. - FLASH ROOF INTO

METAL BLDG. METAL SIDING

DISCONNECT

DISCONNECT


